e Traction and lifting €

* Truck controls

e Electrical chain hoists

¢ Gate and sluice controls
e Electrical crane trolleys




Industrial remote controls TC 100 Quadro, Handy, Mini

TC 100 Quadro

TC 100 Handy

TC 100 Mini
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TC 100 Quadro

The TC 100 Quadro features innovative technology, ease-of-
handling and is very lightweight.

It is equipped with: 4 dual pressure push-buttons
1 mushroom-switch for stop function
1 signal push-button

The transmission frequency can be set in the
range 410 MHz - 490 MHz. The battery is
normally recharged with a standard charger
unit via the recharging socket on the
transmitter housing. The receiver is
normally fitted with a PG screw
connection.

16 output relays, 14 normally-open
contacts and 2 change-over contacts are
available to the user. Flexible choice of
frequency and receiver designs enable the device
to be used in a wide range of applications.
The TC 100 Quadro is an inexpensive alternative to
cable-based crane and machine controls.

TC 100 Handy

The TC 100 HANDY combines reliability and user-friendliness
by means of intelligent technology and ergonomic design. The
transmitter can easily be operated with one hand.

It is equipped with: 6 dual pressure push-buttons with perceptible
pressure point

3 push-buttons

1 electronic selector switch

1 mushroom-head switch for stop function
The TC 100 HANDY is an inexpensive alternative to cable-based
crane controls. Innovative technology permits master/slave
operation or tandem operation.



TC 100 Receiver

Latest synthesising technology with Autoscan-function
enables the user to set or adjust frequencies

by means of DIP-switches or by the

searching function. A pouch with or

without a side window is available.

The receiver is normally equipped

with 16 output relays - of which
14 are normally-open contacts
and 2 are change-over contacts.

TC 100 MINI

The TC 100 MINI combines inno-

vative technology with perfect design.

The transmitter is robust and ergonomic

in design. Synthesising technology,
master/slave or tandem control are integral
components of the TC 100 MINI technology.

Harness

It is equipped with: 1 single axis joystick for
1 two-stage drive
1 dual axis joystick for
2 two-stage drives
3 push-buttons
1 three-way selector switch

The above features mean that the TC 100 MINI
is an alternative to the TC 100 HANDY.

The TC 100 MINI is
normally supplied
with a cushioned
waist belt or
optionally with a
user-friendly body
harness.

Customised transmitter designs are optionally
available in addition to the standard version.




